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Hot air and smoke exhaust 
through the vent when the 

doors are opened.

The Firex automatic vent is designed 
to exhaust heat and smoke from the 
building in the event of a fire. The Firex 
is the key to protecting your equipment, 
your building, and your personnel.

PRODUCT BENEFITS HOW IT WORKS

	• Automatically opens when the 
temperature reaches a set point.

	• Saves workers and minimizes damage 
to infrastructure and inventory by 
quickly exhausting hazardous smoke 
and heat.

	• Opens against 10 psf of live load such 
as snow on top of the vent.

	• Remains Closed Against 40 psf of 
uplift air from the building.

	• The National Fire Protection 
Association (NFPA) has proven that 
the addition of a proper fire vent will 
assist firefighters in accessing the 
source of the fire and improve their 
ability to take direct action against it.

When the temperature reaches the set point of the fusible link 
the latch is released, opening the doors.
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Scan QR code for 
additional product 
information.

	• Aluminum frame

	• Aluminum doors

	• Dual opening doors

	• Automatic fusible link operator

	• Manual release handle to open the doors for maintenance

	• Translucent polycarbonate doors

	• Optional finishes

	• Burglar bars

	• UL-793 - Automatically Operated Roof Vents 
for Smoke and Heat

	• FM Approved Heat and Smoke Vent

	• Compliant with International Fire Code (IFC) 
and International Building Code (IBC)

CERTIFICATION

Width
(in.)

Length
(in.)

Weight
(lbs.)

48 - 60 48 - 96 345 – 590

STANDARD MEASUREMENTS AND WEIGHT RANGES

STANDARD FEATURES OPTIONAL FEATURES

Firex Automatic Heat and Smoke Vent


