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45˚ Non-drainable
“J” Blade

Outside air enters 
through the louvers.

45˚ Drainable
Outside air enters 

through the louvers.

A stationary wall louver is an air intake or 
exhaust device composed of multiple fixed 
blades. When mounted in an opening, a 
louver allows airflow with minimal pressure 
drop, while also offering basic protection 
against rain, debris, and visual screening. 

PRODUCT BENEFITS HOW IT WORKS

	• Allows efficient airflow while 
preventing rain from entering a 
facility during normal weather 
conditions.

	• Stationary components enable 
easy installation, require no 
maintenance, result in zero failures, 
and add no additional noise.

	• Most economical wall-mounted 
solution for air intake and exhaust.

A stationary wall louver has pitched blades designed to efficiently 
allow air through while keeping water out. 

Non-drainable, “J-Style”, blades allow water to run off the face of 
the louver blades. Drainable blades provide a gutter that channels 
water to the sides of the louver and then drains out at the bottom, 
exterior corners.

Stationary 
Wall Louver



STANDARD MEASUREMENTS AND WEIGHTS RANGES

STANDARD FEATURES

Maximum Size 
(in.)

Weight Range* 
(lb. /ft.2)

Pressure Loss
(in. w.g.)

Free Area
Percentage*

96 × 120 (or 120 × 96) 3 - 4.6 0.13 - 0.20 48.1% - 61.7%

*Approximate weight ranges with no optional features. Based on standard 48 in. × 48 in. unit.

Stationary Wall Louver

	• Frame depth: 4 or 6-in., depending on model
	• Blade angle: 35 - 45°, depending on model
	• Blade profile: Drainable or non-drainable ("J" style), 

depending on model

	• Materials:
	‒ Steel: 18 ga., G-90 galvanized (galvannealed used for 
painted louvers)

	‒ Extruded aluminum: 0.081-in., mill finish, 6063-T5
	‒ Aluminum: 0.080-in., mill finish, 5052-h32 marine grade
	‒ Stainless Steel: 304 standard (316 optional)

	• Mounting clips and fasteners to attach clip to louver are 
included, shipped loose

	• Mullion covers

Model Number Angle Depth Blade Profile Material
S445-JE 45 4 J-Type (Non-Drainable) Extruded Aluminum

S445-JS 45 4 J-Type (Non-Drainable) Steel

S645-JE 45 6 J-Type (Non-Drainable) Extruded Aluminum

S445-DS 45 4 Drainable Steel

S445-DE 45 4 Drainable Extruded Aluminum

S635-DE 35 6 Drainable Extruded Aluminum
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Formed Louver
	∙ Construction:

	‒ Riveted construction is standard, Welded construction 
option available

	‒ Heavy-gauge versions available upon request
	∙ Frame options:

	‒ 1.5-in. flanged frame
	‒ Hinged frame
	‒ Subframe

	∙ Finish options:
	‒ Liquid polyurethane-based finish coating (gray standard)
	‒ High-performance fluoropolymer coating
	‒ Super-durable polyester powder coating
	‒ Baked enamel (powder coating)

	∙ Screen options:
	‒ 0.5-in. mesh fitted to interior (standard) or exterior
	‒ Insect screen fitted to interior (standard) or exterior

	∙ Additional options:
	‒ Blank-off panels: insulated or uninsulated
	‒ 1 or 2-in. filter racks
	‒ Welded burglar bars: 0.5 in. rod at 6-in. on center spacing, 
custom spacing available

	‒ Visible mullion cover with matching material or finish
	∙ Installation hardware and materials:

	‒ Custom mounting clip angles
	‒ Custom mounting continuous angles
	‒ Head/jamb/sill flashing.
	‒ Support steel structures available upon request

Extruded Louver
	∙ Construction:

	‒ Welded 6063-T5 extruded aluminum
	∙ Frame options:

	‒ 1.5-in. flanged frame
	‒ Stucco flange
	‒ Glazing frame
	‒ Frame closure
	‒ Hinged frame
	‒ Subframe

	∙ Finish options:
	‒ Polyester powder
	‒ Baked enamel

	∙ Screen options: 
	‒ Bird screens
	‒ Insect screens

	∙ Additional options:
	‒ Blank-off panels: insulated or uninsulated
	‒ Filter racks
	‒ Burglar bars

	∙ Installation hardware and materials:
	‒ Clip angles
	‒ Continuous angles
	‒ Head/jamb/sill flashing

OPTIONAL FEATURES

Stationary Wall Louver


