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Louver - Stationary
INSTALLATION, OPERATION, & MAINTENANCE

Shipping Inspection
Moffitt louvers are thoroughly inspected and tested at the 
factory. However, damage may occur during handling and 
shipping. Check unit(s) for any damage upon receipt, and 
report any shortages or shipping damage to your Moffitt 
representative. Also check to see that all accessories and 
loose hardware are included. Please note that installation 
hardware is typically in a sepearte box.
Ensure fan crate or skid is undamaged before offloading 
unit from truck.
Ensure each unit’s tags and labels are intact and legible.

Building Opening Inspection
Inspect openings for damage and repair as needed. 
Remove obstructions and debris as required. 
Verify that openings are square, plumb, and that the 
louvers will ft properly prior to installation.

NOTE: Refer to job-specific submittal drawings for additional 
details when provided. Consult with the engineer of record 
for the size, type, and surrounding condition.

Lifting and Positioning
1.	 Carefully lift louver sections by their frames or support 

members to avoid distortion, racking, or damage. Use 
multiple lifting points if necessary. 

2.	 Do not apply excessive force to a single point. NEVER LIFT 
UNITS BY LOUVER BLADES, LINKAGE, OR ACTUATOR. 
Take precautions to prevent damaging the louver finish.

3.	 Caulk and anchors (by others) should be installed and / or 
applied to the unit.

4.	 Proper isolation (by others) is recommended between 
aluminum louver components and steel building 
conditions to prevent corrosion.

5.	 Locate and install all sill flashing (by others or optional 
by Moffitt). Sill flashing is recommended for all multiple 
section louvers.

Part Description

A-1
Clip Angle (1.5 in. × 2 in. x 
0.125 in. × 4 in. long: 6061-

T6 Aluminum)
Optional by 

Moffitt

A-2
Extended Clip Angle (1.5 

in. × 2 in.  × 0.125 in. × 8 in. 
long: 6061-T6 Aluminum)

Optional by 
Moffitt (multi-
section high 

assemblies only)

F-1 #12-14 × 0.75 in. Hex 
Head Self-Drilling Screw 

Included with clip 
angles

F-2
1/4"-20 × 1.25 in. Hex-

Head Bolt, Locknut and 
(2) Flat Washers

Included with clip 
angles (multi-
section high 

assemblies only)

F-3 Anchor to Condition 
(varies)

Supplied by 
others or by 

Moffitt

Table 1. Installation Hardware

Sill Flashing (If Applicable)
1.	 Locate all sill flashing (by others or optional by Moffitt). Sill 

flashing is recommended for all multiple section louvers.
2.	 Confirm that the sill of the opening and the underside of 

the sill flashing are clean and free of all debris.
3.	 Apply caulk to the bottom of the opening and firmly set 

the sill flashing in the caulk. Figure 1.1.
a.	 For wider openings, multiple pieces of flashing may be 

necessary in order to cover the entire width. When this 
occurs, caulk at all overlapping joints and firmly set. 
Figure 1.2.

a.	 Closed end flashing pieces (if supplied by Moffitt) 
will include extra length on each end which must be 
cut, and manually bent into place to close off the sill 
flashing ends. Carefully bend up the end tabs and 
thoroughly caulk the  corner seams. igure 1.3.

Fig 1.3 - Closed End Sill Flashing

Caulk Seam for 
Water Leak

Slit in Field

Cut-Out in Field

Fig 1.2 - Sill Flashing Assembly

3 in. min. 
Overlap

Two (2) Beads 
of Caulk

Fig 1.1 - Sill Flashing Vertical Section

Caulk

Wall Condition

Flashing

INSTALLATION



Moffitt continuously improves our products. Specifications and dimensions are subject to change.
®The Moffitt logo is a registered trademark of Moffitt in the U.S., Mexico, and Canada. | ©2026 Moffitt. All rights reserved. Version 1 | August 2026

(904) 241-9944| MoffittCorp.com

Single Section Louver Installation
1.	 Locate all A-1 anchor clip angles as required to establish 

proper louver depth and position. See fig. 2.1 for required 
locations and spacing. (Clip angles are by others or optional 
by Moffitt.) 

2.	 Place the louver section into the opening.Figure 2.2, 2.3, 
2.4., 2.5

3.	 Shim around the perimeter of the louver to maintain the 
proper sealant joint clearance and to level the louver. 
(Shims are by others, or supplied by Moffitt along with clip 
angles.) Secure clip angles to wall structure using anchors 
(by others) as appropriate for the type of substrate.

4.	 When the louver is level and in the proper position, fasten 
louver frame to clip angles with minimum #12 screws (by 
others, or supplied by Moffitt along with clip angles.) Secure 
clip angles to wall structure using anchors by others as 
appropriate for the type of substrate.

5.	 Install backer rod and caulk around the entire perimeter of 
sill flashing to allow for drainage.

Louver - Stationary
INSTALLATION, OPERATION, & MAINTENANCE

F-1 Tek Screws
4 Per Connection.

F-1 Tek Screws 2 Per 
Connection (for louvers 
wider than 60 in.)

Anchors to Condition
(by others)

12 in. max.

24 in.

Fig. 2.1 Clip Angle - Single Section Louver
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Multiple Section Louver Installation
1.	 Locate all A-1 anchor clip angles as shown in Figure 3.1 (Clip 

angles are by others or optional by Moffitt).

2.	 Install the lower left section (as viewed from the exterior) 
following steps 2 - 4 for single sections above. After this, if 
more than one section wide, install the next section to the 
right, following the procedure in steps 2 - 4 above. Moving 
from left to right and then bottom to top, install remaining 
sections and secure with clip angles as shown. See Figure 
3.1 and 3.4. At horizontal splice joints (if present), use A-2 
extended angles to connect to a structural member (by 
others) behind the louver. For these splice connections 
see Figure 3.2 for mullion joints and Figure 3.3 for joints 
between stiffeners.

3.	 For hidden mullions, install gasket or sealant (by others) 
between mating stiffener angles. See Figure 3.5.

4.	 Install backer rod and caulk around the entire perimeter 
of the louver, and between louver sections, as required. 
Do not caulk between louver and sill flashing to allow for 
drainage.

Louver - Stationary
INSTALLATION, OPERATION, & MAINTENANCE

Backing Rod and Caulk Applied 
Between Building Conditions
and Louver and Adjoining Louvers
(by others)

Structual  
Support  
(by others)

12 in. max.
24 in. max.

12 in. max.

Fig. 3.1 - Clip Angle Multiple Section Louver

A-1 Clip 
Angles

0.25 in.

Anchors to Condition  
(by others)

Sealant and Backer Rod 
(by others)

Fig. 3.4 Visible Mullion

Fig. 3.3 - Stiffener Splice

F-2 Hex Head Bolt, 
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Lock Nut

A-2 Clip 
Angles0.3125 in. 
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Fig. 3.2 - Jamb Splice Mullion
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