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OPTIONAL FEATURES

•	 Material: Extruded aluminum, Mill finish 6063-T5
•	 Frame: 4" deep × 0.081" thick channel
•	 Blades: 45° × 0.081" thick J-style
•	 Screen:  ½" × 0.063" expanded & flattened aluminum
•	 Axles: ½" diameter plated steel hex
•	 Linkage: concealed in frame 
•	 Bearings: synthetic
•	 Mullion: visible

•	 Minimum size: 12" × 12"
•	 Maximum size: 

o	Single section: 
•	48" × 96" With low leakage seals
•	60" × 96" Without low leakage seals

o	Multiple section: unlimited

STANDARD FEATURES

RATINGS

Project Number:

Project Name:

Customer:

Date:

•	 Factory finish
o	High performance fluoropolymer
o	Prime coat 
o	Baked enamel
o	Clear anodize
o	Integral color anodize

•	 Frame options
o	1 ½" Flange frame
o	Stucco flange
o	Glazing frame
o	Hinged frame 
o	Subframe

•	 Installation hardware
o	Clip angles
o	Continuous angles

•	 Additional options
o	Welded construction 
o	Alternate bird or insect screens 
o	Insulated or non-insulated blank-off panels 
o	Filter racks 
o	Head / sill flashing 
o	Burglar bars 
o	Frame closure 
o	Net OD (actual size) 
o	Factory mounted electric or pneumatic actuator 
o	Low leakage seals: PVC blade edge, flexible metal jamb

Model: 	 1045-4-EA

Depth:	 4"

Material:	 Extruded 	
		  Aluminum

Angle: 	 45°, fixed "J" style

TAG QTY WIDTH DEPTH HEIGHT

•	 Free Area: 48" × 48": 7.3 ft2, 45.9%
•	 Performance @ Beginning Point of Water Penetration

o	Free Area Velocity: 683 FPM
o	Air Volume Delivered: 5,016 CFM
o	Pressure Loss: 0.10 in. w.g.

•	 Velocity @ 0.15 in. w.g. Pressure Loss: 910 FPM
•	 Design Load: 30 PSF

SUBMITTAL
Model LVR-1045-4-EA
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