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DeltaStream Evaporative Cooling System
INSTALLATION, OPERATION, & MAINTENANCE

Shipping Inspection
DeltaStream Evaporative Cooling units are thoroughly inspected and tested at the factory. However, damage 
may occur during handling and shipping. Check unit(s) for any damage upon receipt, and report any damage to 
the freight carrier responsible. Also check to see that all accessories and loose hardware are included.

Mounting
The DeltaStream evaporative cooling unit is lifted and 
mounted onto a curb on the roof of the building, Illustration 
2. Units ship fully assembled for field installation. Make sure 
to fasten all components as indicated by site installation 
instructions. 
In addition to unit mounting and installation, plumbing, and 
electrical hookups are required.

Discharge

DeltaStream units mount on the roof, on top of a curb. The 
cool air discharges through the bottom of the unit, as shown 
in Illustration 1.

INSTALLATION

Damper
The damper is installed within the ducting before the 
entrance to the building. On a downward discharge 
DeltaStream system, the damper will be placed between the 
unit and the ducting, allowing the DeltaStream to sit on top 
of the flange. If the system uses a duct, the damper may be 
placed on top of the duct / curb. 

Ducting
After the curb is attached to the roof, and before the 
DeltaStream is mounted, the duct should be dropped 
through the curb, Illustration 3. Carefully lower the curb into 
the building below. The duct should be able to sit on the top 
flange of the curb. Ducting should be a minimum of 42 in. × 42 
in. on the inner surface to ensure proper connection.
Ducts usually use a duct drop with a 45° elbow, diffuser, or 
both to direct the air to the proper location.

Illustration 2 - Roof Mounting

Illustration 1 - Discharge Illustration

Illustration 3 - Duct Drop
with 45° elbow

DeltaStream evaporative cooling units operate 24 hours a day, 
7 days a week, 365 days a year. As a result, Moffitt suggests 
scheduled, semi-annual maintenance (Spring and Fall) to keep 
the DeltaStream running smoothly. Talk with the Moffitt team 
to learn more about our maintenance service and how it can 
be utilized for your facility.

Hygiene
The DeltaStream is built to stay hygienic as it provides operates. It has been designed and tested to prevent bacterial growth 
and eliminate contaminants. The water components are self-cleaning during regular use, and with routine semi-annual 
maintenance, will run trouble free.
Each unit uses 15 standard-sized, desorption media panels. The desorption media is state-of-the art, and designed specifically 
for evaporative cooling. The unit empties all water once a day. This allows the piping, reservoir, water channels, and desorption 
media time to completely dry. Routine system drying prevents bacterial growth and promotes hygienic conditions.

Standard Maintenance Steps
1.	 Checking components
2.	 Cleaning the reservoir, sensors, filters, and piping
3.	 Checking the water supply
4.	 Changing the air filters
5.	 Rinsing the desorption media
6.	 Checking the automated control functions
7.	 Seasonal adjustments

MAINTENANCE


