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MatrixVent natural ventilators are the low profile, light-
weight way to exhaust warm air from the building. It’s 
the ideal solution when a large volume of air needs to be 
exhausted while still imparting minimal structural impact.

The MatrixVent provides maximum natural ventilation and 
ample natural daylighting, all while preventing rain entry.

HOW IT WORKS
Hot air exhausts via gravity ventilation. The interior channels 
prevent water entry at any rain level.

PRODUCT BENEFITS
	∙ Natural, energy-free heat 

exhaust for large industrial 
buildings.

	∙ Minimal operating costs with 
no fans, motors, or routine 
maintenance.

	∙ Lightweight, low-profile design 
minimizes structural and 
installation impact.

	∙ Weather-resistant ventilation 
that protects against rain 
intrusion.

	∙ Flexible configurations to 
match roof types, climates, and 
operating needs.

	∙ Natural day lighting.

	∙ Wind improves vent efficiency.
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STANDARD FEATURES
	∙ Aluminum construction

	∙ Lightweight

	∙ Low profile, about 3 feet tall

	∙ Ships knocked down for compact transport

	∙ Integrates into any roof type

	∙ Gussets in the middle of MatrixVent blades

	‒ Required for dampers or high snow load applications

	∙ Gussets on the end of blades and wings without weep holes

	‒ Required for parallel-to-peak MatrixVent configuration

	‒ End gussets and wings without weep holes located on 
high side of vent (towards roof peak)

	∙ Galvanized steel lower flashing (included with Moffitt 
installation)

	∙ Lifting rig (included with Moffitt installation)

OPTIONAL FEATURES
	∙ Paint to color match in various material coatings

	∙ Alternate construction materials are available

	∙ Bird screen

	∙ Damper

	∙ Ships factory assembled

	∙ Winter covers

	∙ Galvanized steel lower flashing (optional when Moffitt is 
not performing installation)

	∙ Galvanized steel cricket for water diversion (may be 
provided by Moffitt without lower flashing)

	∙ Lifting rig (when Moffitt is not performing installation)

STANDARD MEASUREMENTS AND WEIGHTS

Type Width
(ft.)

Length
(in.)

Height
(in.)

Weight
(lb. /ft.2)

Vent only 10 10 – 1,000+ 37.5 4.2

Vent + Damper 10 10 – 1,000+ 47 7.5
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