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MatrixVent™ Natural Ventilator
SUBMITTAL

Standard Models

Type

DIMENSIONS Weight  
(lbs./ft.2)Width (W) (ft.) Length (L) (ft.) Height (H) (in.)

Vent Only 10 10 - 1,000+ 37.5 4.2
Vent + Damper 10 10 - 1,000+ 47 7.5

Model: MatrixVent_ ______________________________

Project #:_________________________________________

Project Name:____________________________________

Customer:________________________________________

Date:_____________________________________________

Material:__________________________________________

Door:_____________________________________________

Standard Features
	∙ Aluminum construction
	∙ Lightweight
	∙ Low profile, about 3 feet tall
	∙ Ships knocked down for compact transport
	∙ Integrates into any roof type
	∙ Gussets in the middle of MatrixVent blades

	‒ Required for dampers or high snow load applications

Qty Tags Type

DIMENSIONS Weight 
(lbs./ft.2)Width (W) Length (L) Height (H)

	∙ Gussets on the end of blades and wings without weep 
holes

	‒ Required for parallel-to-peak MatrixVent configuration
	‒ End gussets and wings without weep holes located on 
high side of vent (towards roof peak)

	∙ Galvanized steel lower flashing (included with Moffitt 
installation)

	∙ Lifting rig (included with Moffitt installation)
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Shipping
	� Knocked down for on-ground assembly and hoisting

	� Assembled, in sections, for hoisting and on-roof 
installation

	� Winter covers

	� Galvanized steel lower flashing (included with Moffitt 
installation)

	� Galvanized steel cricket for water diversion (may be 
provided by Moffitt without lower flashing)

	� Lifting rig (included with Moffitt installation)

MoffittVent™ Natural Ventilator
SUBMITTAL

WARRANTY
Moffitt guarantees this equipment to be free of defects in material and workmanship under normal use and service for a period of one year from the date of delivery. 
Moffitt must be contacted within the one-year period with a warranty claim and the repair authorized by both parties. The location of warranty repairs, either in-
field or at the factory, will be at the manufacturer's discretion. This guarantee does not cover any damage caused by neglect of lubrication, accidental overload, or 
improper installation, nor does it cover the cost of repairs made or attempted outside the factory, with written authorization. Moffitt only guarantees electric motors 
to the extent of the motor manufacturer’s warranty. Correction of any verified defects by repair or replacement shall constitute fulfillment of this warranty.

Optional Features
	� Bird screen

	� Damper

Material
	� Aluminum

	� Stainless steel

	� Galvanized steel

Finish
	� Custom specialty paint

Notes

Components
1.	 Blade Assembly

2.	 Wings

3.	 Wing corner RH

4.	 Wing corner LH

5.	 End panel - End

6.	 End panel - Start

7.	 Curb End Flashing Seal LH

8.	 Curb End Flashing

9.	 Curb End Flashing Seal RH

10.	 Cross Brace

11.	 Cross Brace Clip

12.	 Base Support Channel

13.	 Blade Support Flashing

14.	 Damper (optional)

15.	 Actuator
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