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Romla Model P series wall fans keep air flowing throughout 
the building. These panels fans have a variety of options for 
propellers, hoods, finishes, and other accessories available. 

Romla Model P is a direct drive fan.

Romla Model PB is a belt drive fan.

Romla Model SPF is a smaller direct drive fan.

PRODUCT BENEFITS HOW IT WORKS

	• Supply or exhaust configurations. 

	• High-performance factory balanced 
propeller for optimal efficiency. 

	• Powerful TEFC motor for trouble free 
operation.

	• Transmission options:

	• Belt drive: Variable pitch drive for 
precise speed control and quieter 
operation. 

	• Direct drive: No belts to replace or 
pulleys to adjust.

	• Fans can be combined in powerful, 
multi-unit configurations.

The wall fan blows a powerful blast of cool, fresh air into 
the building. Alternatively, it can also be used to exhaust 
warm air from the building. This improves air movement 
throughout the entire facility.

Romla Model P Series
WALL FAN

Cool outside air blows into 
the building.

Warm inside air blows out 
of the building.
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•	Heavy-gauge steel construction with 
welded connections. 

•	High performance propeller.

•	 Totally Enclosed Fan Cooled (TEFC) motor.

•	 Transmission options:

•	Belt drive transmission with variable pitch 
(≤ 7.5 HP) adjustable for final system RPM.

•	Direct drive transmission for simplified 
operation and maximum efficiency.

•	Sturdy, all-welded motor frame. 

•	Deep spun venturi panel provides superior 
strength and higher efficiency.

•	Standard gray, polyurethane coated exterior.

STANDARD FEATURES

•	Wall collar.

•	Housing.

•	 Inner and outer guards.

•	Gravity or motorized dampers.

•	Reversible propeller.

•	Disconnect switch.

•	Custom finishes.

•	Filter box.

•	Weather hoods

•	45° (Exhaust)

•	 90° (Supply)

•	Custom prop sizes, static pressure and CFM 
outputs may be available upon request.

OPTIONAL FEATURES

PRODUCT RANGE

Model P Series

Standard
Propeller Diameter (in.)

Standard Static
Pressure (in. w.g.)

Standard
Air Flow (CFM)

8 12 14 16 18 20 24
30 36 42 48 54 60 72

up to 0.625 4,758+


