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5.	 If desired, secure the ventilator to the building as the 
installation continues. Alternatively, it may be fastened 
after all sections are joined together. Ensure that 
alignment of all sections is reasonably straight to avoid 
damper binding.

6.	 Caulk all join plates and end cap flashings to prevent 
leakage from the vent.

7.	 Bolt the other end of connecting bar splice from below 
with 0.25 in.-20×5⁄8 in. machine bolts. Check to ensure that 
the damper is operating correctly.

Figure 1. Model RV Ridge Vent

Single Unit
1.	 Place the unit over the roof opening with end cap flashing 

in place. Attach a closure strip that matches the roof 
between the vent flashing and roof sheeting.

2.	 Secure the unit and flashing to the roof. Fasteners must be 
appropriate for roof construction and material. Fasteners 
are not provided by manufacturer.

3.	 Fasten the end cap to the flashing with #8×.25 in. sheet 
metal screws.

4.	 Caulk end cap flashing at end cap and side flashing.

Continuous Unit
1.	 Install the first section containing one end cap over the 

roof opening. A closure strip (that matches the roof) is 
required between the vent flashing and roof sheeting. If 
the vent has a damper, the damper operator will be in this 
section of the vent.

2.	 Bolt connecting bar splices to the connecting bar. Caulk 
flashing and cap join plates at both edges and insert on 
ends of flashing. Slip wind band and damper join plates 
to their respective positions shown on the join plate 
drawings. NOTE ON SIZE 24 INCH ONLY: Wind band and 
cap join plates are to be fastened with #8×.25 in. self-
driving sheet metal screws after joining the sections.

3.	 Bring the next unit close enough to the first so the join 
plates meet. Slip the two units together, ensuring that the 
damper travel is always toward the operator. NOTE: Each 
10 foot section is actually nine feet, eleven and half inches. 
There should be a 0.5 inch gap between the units not 
covered by the join plates.

4.	 Repeat the previous steps until the vent is complete. If a 
continuous run contains more than one damper operator, 
see the replacement guide for location. A connecting 
bar splice is not required between this operator unit and 
previously installed unit.

Figure 3. Continuous Unit
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INSTALLATION

Shipping Inspection
Upon receiving the Model RV ridge ventilator, carefully 
check for any damage. If damage is found, report it 
immediately to the shipper. Also, check to ensure all 
accessories have been included.

MAINTENANCE
After final Installation the gravity ventilator requires minimal 
maintenance over its lifetime. Accessories such as insect 
screens will require periodic cleaning to ensure proper free 
area for optimal ventilation.
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Figure 2. Single Unit


