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- AxB > Project Number: Model: HFS
o Project Name: Drive: Belt Drive
Customer: Material: Steel
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AN SIZE DIMENSIONS (in) BASE HOOD DAMPER AVERAGE
B c D E GAUGE  GAUGE SIZE (in) WEIGHT (Ibs)

24 71 71 32 30.25 36 16 GA 20 GA 24x24 295
30 81 81 34 36.25 42 16 GA 20 GA 30x30 370
36 91 91 37 42.25 48 16 GA 20 GA 36x36 615
42 99 99 38 4825 54 16 GA 20 GA 42x42 725
48 99 120 43 5425 60 14 GA 20 GA 48%x48 850
54 99 144 47 60.25 66 14 GA 18 GA 54x54 975
60 e 144 50 66.25 72 14 GA 18 GA 60x60 1200

STANDARD FEATURES

Heavy gauge galvanized hood utilizes interlocking ribs.

All-welded fan and motor base.
Protective polyurethane coat.

Heavy-duty totally enclosed fan cooled (TEFC) belt
drive motor. Variable pitch (< 7.5 HP) adjustable for
final system RPM.

TAGS QTY MODEL HP  RPM

High performance propeller.

Deep spun venturi panel provides superior strength
and higher efficiency.

0.5 inches galvanized mesh bird screen, installed
vertically between the hood and fan housing.

Filters to restrict the entrance of foreign contaminants.

ELECTRICAL STATIC PRESSURE AIRFLOW

(904) 241-9944| MoffittCorp.com

Moffitt continuously improves our products. Specifications and dimensions are subject to change.

®The Moffitt logo is a registered trademark of Moffitt in the U.S., Mexico, a

nd Canada. | ©2026 Moffitt. All rights reserved. Version 1| February 2026



Model HFS Filtered Belt Drive Fan 0 MOffitt

SUBMITTAL Ventilation Solutions

e Fans are furnished with factory-installed lifting lugs for quick and efficient installation. Consult the product |.O.M.
for proper fan hoisting procedures.

¢ Fans must be installed with remote motor overload protection. Standard fan motors are not provided with
inherent overload protection or over-current protection.

* A Do not use in hazardous environments where the fan's electrical system could ignite combustible or
flammable materials. Units specifically built for hazardous conditions are required for those settings.

* A Fan guards must be installed when equipment is within reach of the personnel, or within (7) feet above the
working level, or when deemed advisable for safety, per OSHA requirements. Guards should be provided by
installation personnel when deemed necessary.

Built to industrial
standards Factory installed

lifting lugs

Filters installed
into hood

Steel braces for

superior support Deep spun venturi

for high efficiency

Hinged hood provides
easy access

OPTIONS

General Accessories Disconnect Switch
L curb (see Curb Submittal) LINEMAZR ] Ships Loose
] Curb Adapter (see Curb Submittal) LINEMA4 [ 4X
O inner Guard Additional
D Outer Guard (bird screen) |:| Custom Finish
|:| Outer Guard (insect screen) |:| UL Listed, UL705
[] Extended Lubrication Lines Cother
O Filters
Damper
] Gravity Damper ] Factory Mounted
[ Motorized Damper Ol Ship Loose

WARRANTY

Moffitt guarantees this equipment to be free of defects in material and workmanship under normal use and service for a period of one year
from the date of delivery. Moffitt must be contacted within the one-year period with a warranty claim and the repair authorized by both
parties. The location of warranty repairs, either in-field or at the factory, will be at the manufacturer's discretion. This guarantee does not
cover any damage caused by neglect of lubrication, accidental overload, or improper installation, nor does it cover the cost of repairs made or
attempted outside the factory, with written authorization. Moffitt only guarantees electric motors to the extent of the motor manufacturer’s
warranty. Correction of any verified defects by repair or replacement shall constitute fulfillment of this warranty.
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