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EXHAUST SUPPLY

SUBMITTAL
Model P Series Weather Hoods

FAN SIZE
DIMENSIONS (in.) AVERAGE 

WEIGHT (lbs.)C D E F

24 26.875 27.5 30.25 27.5 75

30 31.125 33.5 36.25 33.5 100

36 35.375 39.5 42.25 39.5 125

42 39.375 45.5 48.25 45.5 165

48 43.875 51.5 54.25 51.5 195

54 46.625 57.5 60.25 57.5 225

60 50.375 63.5 66.25 63.5 345

72 54 75.5 79.5 75.5 395

Standard Features

Optional Features
General Accessories

	¨ Outer Guard (bird screen)
	¨ Outer Guard (insect screen)

Weather Hood

	¨ 45 Degree, Exhaust
	¨ 90 Degree, Supply (KD)

Additional

	¨ Custom finish 
	¨ Other	

•	 Heavy gauge G90 galvanized steel with a standard 
mill finish. 

•	 Weather hoods knocked down by default to save on 
shipping costs. 

•	 Assembly hardware included.

Project Number:_ ________________________________

Project Name: ___________________________________

Customer: _______________________________________

Date:_____________________________________________

	¨ Factory Mounted
	¨ Ships Loose



Moffitt continuously improves our products. Specifications and dimensions are subject to change.
®The Moffitt logo is a registered trademark of Moffitt in the U.S., Mexico, and Canada. | ©2026 Moffitt. All rights reserved. Version 1 | August 2026

(904) 241-9944 | MoffittCorp.com

EXHAUST SUPPLY

SUBMITTAL
Model P Series Wall Housing

FAN SIZE
HOUSING DIMENSIONS (in.) HOUSING

(gauge)
AVERAGE 

WEIGHT (lbs.)A B WALL OPENING

24 30.375 28 31.5 16 75

30 36.375 31 37.5 16 95

36 42.375 35 43.5 16 123

42 48.375 38 49.5 14 187

48 54.375 41 55.5 14 225

54 60.375 41 61.5 14 250

60 66.375 41 67.5 14 275

Standard Features

Optional Features

Project Number:_ ________________________________

Project Name: ___________________________________

Customer: _______________________________________

Date:_____________________________________________

•	 Wall housings come completely assembled with fan 
unit installed, ready for mounting. 

•	 Heavy gauge G90 galvanized steel housing with a 
standard mill finish.

Guards

	¨ Inner Guard
	¨ Outer Guard

Additional

	¨ Custom Finish 
	¨ Other
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SUBMITTAL
Model P Series Filter Box

FAN SIZE
DIMENSIONS (in.) AVERAGE WEIGHT

(lbs.)A B C

24 30.375 30.5 29.825 153

30 36.375 36.5 43 204

36 42.375 42.5 43 255

42 48.375 48.5 43 306

48 54.375 54.5 43 357

54 60.375 60.5 43 459

60 66.375 66.5 43 561

72 82.375 82.5 43 715

Outer End Outer EndInner End

C B

A A

Project Number:_ ________________________________

Project Name: ___________________________________

Customer: _______________________________________

Date:_____________________________________________

Standard Features

Optional Features
Damper

	¨ Gravity damper
	¨ Motorized damper	

Filters

	¨ Washable aluminum filters
	¨ MERV 8 filters (2 in. thick)
	¨ MERV 9 filters (2 in. thick)
	¨ Custom filter	  

Additional

	¨ Custom Finish 
	¨ Other	

•	 Filter boxes come completely assembled with fan unit 
installed, ready for mounting. 

•	 Heavy gauge G90 galvanized steel housing with 
a standard mill finish.

	¨ Factory Mounted
	¨ Ships Loose
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Exhaust or Supply Dampers Heavy Duty Center Pivot

Exhaust Dampers

Wall Housing Installation Stand-Alone Installation

Airflow

Airflow

Stand-Alone InstallationWall Housing Installation

Supply Dampers

Airflow

Wall Housing Installation

Airflow

Airflow

Stand-Alone Installation

Airflow

Airflow

Airflow

SUBMITTAL
Model P Series Dampers

Project Number:_ ________________________________

Project Name: ___________________________________

Customer: _______________________________________

Date:_____________________________________________

Damper

	¨ Gravity Damper
	¨ Motorized Damper	

Motorized Damper Actuators

	¨ 24V DC 		
	¨ 120V AC

Additional

	¨ Step-down transformer
	¨ Other	

•	 Damper can be installed stand-alone or with wall 
collar and wall housing options. 

•	 Multiple models are available for a variety 
of requirements.

Standard Features

Optional Features

	¨ Factory Mounted
	¨ Ships Loose
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SUBMITTAL
Model P Series Accesory Weights

ACCESSORY WEIGHT (lbs.)

SIZE PANEL 
FAN

WALL 
BOX

AUTO 
DAMPER

MOTOR 
DAMPER

RAIN 
HOOD

INNER 
GUARD

OUTER 
GUARD

2-WAY 
DIFFUSER

4-WAY 
DIFFUSER

FILTER 
BOX

10 30 22 2 25 15 3 3 6 12 N/A

12 30 22 4 25 15 3 3 6 12 N/A

14 30 27 4 25 17 5 5 12 17 N/A

16 40 27 4 25 20 5 5 12 17 N/A

18 50 31 6 30 25 5 5 15 20 N/A

20 60 31 6 30 25 5 5 15 20 N/A

24 205 80 12 40 50 5 5 15 20 225

30 240 93 17 55 70 7 7 20 28 250

36 285 108 25 70 100 10 10 0 44 275

42 310 146 33 90 130 13 13 40 60 325

48 445 164 51 101 150 18 18 48 78 375

54 590 180 54 149 195 23 23 60 98 425

60 700 215 58 165 240 29 29 75 120 475

72 760 265 68 250 400 45 45 100 150 560

For weight information on attenuators and all other accessories, see specific project approval drawings


